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circuit breakers

TA35, 2-Pole
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Panel thickness 1.0 to 4.0 mm

TA35, 2-Pole, Accessories

CZM21, Factory Mounted Transparent Cover, IP65

Panel thickness 
1.0 to 3.5 mm

9.
5

32

33
.4

10
.6

6.111

26
6.3 x 0.8 mm

33.8

10
.5

43
.9

39

2.3 21.3

7 4 P1

LI
N

E

LI
N

E

L

24.1 27.9

2.
3

34

26

+
0.

2
  0

+0.2
  0

+0.3

TA35
www.schurter.com/pg17_18_19



8
circuit breakers

8.
5

29

33
.4

10
.6

6.111

26
6.3 x 0.8 mm

33.8

10
.5

43
.9

36

2.3 21.3

7 4 P1

LI
N

E

LI
N

E

L

34

26

+
0.

2
  0

+0.2
  0

+0.3

Panel thickness 
1.0 to 3.5 mm
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Panel thickness 
1.0 to 3.5 mm

CZM23, Factory Mounted Raised Collar with Transparent Cover, IP65

CZM24, Factory Mounted Raised Collar without Cover, IP40

21.3

36

33.8

2.3

44
.1

1.
7

10
.5

7.
2

34

11 6.1

29

23.5

26

33
.5

10
.6

20.9

Quick connect terminal
IEC 61210 A6.3-0.8
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Panel thickness 1.0 to 4.0 mm

CZZ21, Screw-on Collar with Cover, IP65

Part. No. 4435.0053
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TA35, 3-Pole

Panel thickness 1.0 to 4.0 mm21.3
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TA35, 3-Pole, Accessories 

CZZ31, Screw-on Collar with Cover, IP65

Part. No. 4435.0054
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